Fixed IR Dome IP Camera

IKMDa32

e H.264 e Array IR light e 1 Megapixel

Features:

e Super video quality, HD up to 720P
e Dual H.264 streams

e Day & Night function

e Built-in IR illuminators

o \White color optional
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IR Day & Night
Camera

Megapixel

ZKMDS series can supp ort 1 megapixel (1280*720)
resolution, delivering super H.264 compression.Dual video
streams can be delivered simultaneously in different
resolutions, frames rates and image qualities for

monitoring on different platforms
requirement.

to meet varied

To adapt varied environment, ZKMD5 is built with
removable IR-cut filters and IR illuminators to get super
image quality 24 hours a day. It is easy for installation and
can be used in corridors, stairs ,baby rooms, offices,
especially small and medium places like supermarkets,
shops and business halls.
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Technical Specifications

Product Model ZKMD532
Product Name Megapixel CMOS IR waterproof Dome IP camera
Image Sensor 1/4" CMOS
Image Resolution 1280*720
Caiiéra Pasformance Minimum Illumination 1 Lux (IRoff) , OLux (IR on})
Day/Night Mode Automatically IR-cut filter
Lens Type 4.2mm fixed lens
IR Distance i 1pcs array IR light , 60°projection angle,8-10 meters valid )
System LINUX
Video Compression H.264 main profile level 3
) Video Resolution Main stream: 1280x720/ Secondary stream: 640x352 / Third stream: 320x176
L Image streaming 32Kbits/s ~6144Kbits/s settable
Video Frame Rate PAL: 1-25 frame NTSC:1-30 frame
Image settings Brightness. contrast. saturation. shutter
Control Port reset
Function & Port Motion Detection 4 independent detection area settable
Network Interface 100M
Power Supply 12V / 1.5A
Power Consumption <5W
Working conditions
Working Temperature -10C~55C
Net Weight 0.5KG

Camera Dimensions

* All specifications are subject to change without notice. P
* All brand names and registered trademarks are the property of their respective owners. WWW.ZKIVision.com C




